Repacking your Table Top Scribe (Two Crates) 

Before disassembling your TT Scribe 

• The Table Top Scribe system will be packed into two shipping crates. 

• It is recommended you group the items for each crate as you disassemble the Table Top 
Scribe. This will make it easier to pack the items. Refer to list below. 

• Retrieve packing material from the original shipment as this will be used to repack. 

• Foam is labeled, and referred to in brackets [Bl], [B2], etc. 

• Tape will be needed. 

• Save any work in progress on your computer (part 6). 

• Shut down your computer to power off. 

• Turn off all cameras (part 16). 

• Turn off and unplug the power strips (part 25). 

Crate contents 

• Big crate 

o Large image capture mat (if purchased) (Part 26) 

o Foam (Part 22) 

o AC adapters for LED lights (Part 19) 

o LED lights (x 2) (Part 18) 

o Mouse and keyboard (Part 4) 

o USB camera cables (Part 1 7) 

o USB hub (Part 25) 

o Nikon J4 battery AC adapters (Part 16) 

o Nikon J4 cameras (Part 15) 

o Power adapter for computer (Part 7) 

o Power adapter for monitor (Part 9) 

o Power strip (Part 23) 

o Velcro strips (Part 24) 

o HDMI cable (Part 10) 

o NUC computer (Part 6) 

o Computer monitor and base (Part 8) 

o Foot pedal weight (Part 2) 

o Foot pedal base (Part 1) 

o Foot pedal steel round rod (Part 3) 

o TT bottom frame and attached pulley cable (Part 11) 

o V block, cradle, and color card mat (Part 5) 

o Small tool kit (Part 14) 
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• Small crate 

o TT scribe shroud (Part 13) 

o LED lights (x 2) (Part 18) 

o Large image capture arm (Part 27) 

o Glass (Part 20) 

o TT Top frame (Part 12) 

o Grey color calibration card (Part 21) 

o USB stick (Part 25) 

o Large image capture mount (Part 28) 

o Bubble levels (Part 29) 

Peripheral Disassembly 

• Remove and fold up the shroud (part 13). 

• If Large Image Capture system was purchased: Remove and fold up large image 
capture Mat (part 26). 

• Unplug and remove the LED Lights' AC Adapters (part 19). 




• Remove the LED Lights (part 18). 
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Unplug and remove the USB Hub. 

Unplug and remove the Nikon J4 battery AC adapters (part 16). Release Battery 
Packs by pulling the Yellow Tab to the side. Close the battery pack hatch and 
power cable flap. 




Remove the Nikon J 4 cameras (part 15). If Camera Lens is not fully receded and 

closed, plug the camera in and turn it off via the power button. 

Unplug and remove the power adapter for the computer (part 7). 

Unplug and remove the power adapter for the monitor (part 9). 

Remove the power strips (part 23). 

Unplug and remove the HDMI cable (part 10). 

Remove the NUC computer (part 6). 

Detach the monitor from the base (part 8). 

Remove the monitor without the base. 

If Large Image Capture system was purchased'. Retract large image capture arm (part 27). 



Main Disassembly 

• Foot Pedal System: 

o Unscrew wingnut from foot pedal weight (part 2). 




o Once detached from foot pedal base (part 1), screw wingnut back onto foot 
pedal weight. 
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o Wrap foot pedal base with bubble wrap and secure with a rubber band, 
o Remove foot pedal steel round rods (part 3) and secure together with a 
rubber band. 




o For easier removal: pull down the lifter arm. 




o Bubble-wrap together the foot pedal base and the foot pedal steel round 
rods. Secure with a rubber band. 




Glass Platens & TT Frames: 

o Carefully slide out the glass (part 20) from the TT top frame (part 12). A 
second person is recommended to hold down the TT bottom frame (part 
11) to prevent TT Scribe sliding. 
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o Remove and secure glass with bubble wrap, foam, and rubber bands. 




o Secure hex bolts and knobs on TT top and bottom frame with tape. 
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o Remove the V block, cradle & color mat (part 5) from the TT bottom frame 
(part 11). 




o Detach the TT top frame (part 12) from the TT bottom frame by lifting it 
from the side. 

Disassembly complete! 
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Place foam [B3] at back of crate. 




• Place monitor Base only (part 8) into associated foam recess. 

• Place foot pedal weight (part 2) into associated foam recess. 
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• Place mouse and keyboard (part 4) in crate, against the front wall. 

• Slot foam [B2] in gap of frame, with foam [B2] recess on top. 
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• Place the foot pedal base (part 1) and foot pedal steel round rods (part 3) 
diagonally in the crate. 




• Poke the narrow end into the recess of foam [B3]. This is a tight fit. 
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Place filler foam [B5] at back right of crate. 




Slot two LED lights (part 19) into the inner slots of foam [B6], then bubble wrap 
top and bottom of LED lights. 
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• Lock the latches. 

• Secure with zip ties. 




• Slot some padding vertically at the front edge of the crate to prevent the TT top 
frame (part 12) touching the crate wall. 




Place foam [S2] & foam [S3] at an angle, in a V-formation at the bottom of the 
crate. 
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• If Large Image Capture system was purchased: Place the remaining two LED lights 
(part 18) on top of foam [S2] & foam [S3] with their stems facing the center of the 
crate. 




Place foam [S4] & foam [S5] on top. 




27 



Place the glass (part 20) horizontally, on top of foam [S4] & foam [S5]. This is a 
tight fit. Too much padding may cause too much pressure and crack the glass. 




• Place some of the remaining foam on top of the glass. 

• Place the small tool kit (part 14) on top of the foam. 
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• Close the small crate. Ensure the hinge bands are inside the crate. 




Lock the latches. 
Secure with zip ties. 



Packing complete! 




If you have any problems disassembling or packing, please contact 

ttsupport@archive .org. 
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